
RASTAR GROUP

The trademarks,copyrights and design rights in and associated with Lamborghini，
Lamborghini with Bull and Shield Device are used under license from Automobili 
Lamborghini S.p.A., Italy.

08.06.826000.000460 





82600



16.8Kg





Put the storage battery into the 
battery compartment. Plug the 
interface to the jack,connect the 
red terminal and the black terminal  
respect ively to the anode 
andcathode of battery. (Notice: 
make sure they are correct ly 
connected, red to red,black to 
black, otherwise, it wil l  cause 
short-circuit.)
Install the battery locker(6) to the 
designated position, and fix it with 
2 screws(4)
Install the battery cover(8) to the 
designated position, and fix it with 
2 screws(4)

Replace or take out the storage 
battery and power.
Loosen the 2 screws(4) on battery 
cover(8)
Unplug the interface and jack, 
loosen the 2 screws(4) on battery 
locker(7), then the storage battery 
can be taken out.

Put the seat (3) to the designated 
position, fix the front buckles of 
seat to the grooves of car body.
Press down the button behind the 
seat and lay down the seat, then 
release the button and the seat 
will be locked. To unlock the seat, 
press down the button and raise 
the seat.
Notice: This seat is equipped with 
s e a t  b e l t ,  w h i c h  i s  o n l y  a  
decoration to develop the safety 
sense of  ch i ldren,  i t  can not  
provide any substantial protection.

2.Install seat

ASSEMBLY
1.Install battery and power 
   supply

Jack Interface



Remove the protector (5) at the upside 
of the axes, which is non-functional but 
only for protecting use during the 
t ranspor ta t i on .  P lease  d i spose  
properly.
Please install the steering wheel (1) to 
the specific place and use Screw (9) 
and Hexnut (10) to screw it tightly after 
you make sure the steering wheel is in 
the right place. Please see picture 4.

3.Install steering wheel

5.Assembly completed

4.Install windshield and wing 
mirror
Install windshield(2)  to the designated 
position, and fasten it.
Puch the windshield forward and downward 
to lock it. And do reversely to uninstall it. See 
picture 5.

Picture 7 is schematic diagram of assembly, 
disassembly and maintenance. Please pay 
attention to the sequence of spare parts 
install and take good care of them after 
disassembly. 

6.Schematic diagram of 
assembly and disassembly
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Hereby,[XINGHUI BABY SUPPLIES CO.,LTD.],declares
that this [Lamborghini URUS]is in compliance with the
essential requirements and other relevant provisions of
Directive 1995/5/EC. 


